
 
Written comments are welcome & should be submitted to the City Clerk prior to the start of the meeting. 

 
abbreviations: 
(A) Administrative – matters involving day-to-day decisions such as approving contracts, hiring staff and the procurement of goods and services. 
Administrative actions generally do not require formal actions by the elected body. 
(L) Legislative- typically in the policy arena; legislative matters affect large areas and large groups of people, such as enacting dog regulations 
or amending the City code. Legislative action generally involves motions, resolutions and ordinances. 
(QJ) Quasi-Judicial - apply general rules to a specific interest, such as zoning change affecting a single piece of property, or a special use 
permit. Quasi-Judicial actions generally involve adjudication, sometimes in writing, but not a resolution or ordinance. Decision for Quasi-Judicial 
proceedings are made exclusively based upon the testimony presented on the record. Ex-parte communication (communication outside the 
official hearing) between elected officials and citizens is not permitted on Quasi-Judicial. 

 
Posted Friday September 13, 2024 at Cripple Creek City Hall, the Cripple Creek Post Office 

and on the City of Cripple Creek Website www.cityofcripplecreek.com 
 

 

 
337 E. Bennett Avenue, Cripple Creek, CO 80813 

CRIPPLE CREEK CITY COUNCIL 
SEPTEMBER 18, 2024 

5:30 PM – REGULAR MEETING 
WORK SESSION REGARDING  

SIGN CODE 4PM 
ZOOM Meeting ID: 8839 8422 4108 

Passcode: 004504 
 
Join City Council Meeting By ZOOM 
Meeting ID: 862 7209 3973 
Passcode: 456586 
 
CALL TO ORDER 
PLEDGE OF ALLEGIANCE  
ROLL CALL 
PUBLIC COMMENT 
APPROVAL OF MEETING MINUTES from the August 4, 2024, CCCC Regular Meeting  
REPORTS 

City Administrator 
Finance Director  

NEW BUSINESS 
A. SECOND READING AND PUBLIC HEARING to Consider ADOPTION of Ordinance 2024-06 an 

Ordinance of the City of Cripple Creek City Council Regulating the Possession of Firearms in Cripple 
Creek City Buildings and Meeting Locations; Frank Salvato, City Administrator (L) 

B. SECOND READING AND PUBLIC HEARING to Consider ADOPTION of Ordinance 2024-07 to Amend 
Section 10-11-10 of the Municipal Code; Bud Bright, Police Chief (L) 

C. Consider Approval to Award the Roofing Proposal to Cobalt in the amount of $366,676 ; Ken 
Hartsfield, Building Official (A) 

 
ADJOURNMENT 
 

http://www.cityofcripplecreek.com/
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August 27, 2024 

 

ATT: Ken Hartsfield  

REF: Re-Roof Butte Theater Roof 

The scope of work to include as follows: 

ASPHALT SHINGLE ROOF 

1. Remove the existing hailed out asphalt shingles and underlayment to the wood substrate and dispose of the 

debris. 

2. Over the wood substrate furnish and install new ice &water Shield over the entire wood substrate. The roof is 

above 7000’ code requires ice and water 6’ up a cold wall on the eves of a roof, being this roof is a barrel roof 

with (2) flat valley on each side of the roof, we are bidding full ice and water shield over the entire roof. 

3. Furnish and install (10) new attic vents and (6) new plumbing pipe boots, replace (1) 5’’ rain cap. 

4. Furnish and install new “GAF” HDZ dimensional asphalt shingles.  (Color of shingles To Be Determined) 

FLAT VALLEY ON EAST & WEST SIDE 

1. Remove the existing parapet cap metal and save the metal. 

2. Remove the existing EPDM rubber membrane from the parapet walls and flat section of roof. 

3. Inspect the wood substrate for any water damaged wood decking and replace any as needed. 

4. Over the wood decking furnish and install ½’’ class A fire Rated dens deck cover board, as to comply with codes 

for installing a roof over a flat wood deck. 

5. Over the dens deck fully adhere .060 mill (MULE HIDE) EPDM rubber membrane. 

6. The EPDM rubber will be installed up the slope of the barrel roof 2’, and a 12’’ wide flat stock metal to be 

installed as to abort the EPDM rubber membrane from the asphalt shingle roof. 

7. Reflash the parapet walls with the EPDM rubber up the walls and onto the top of the parapet walls. 

8. Reinstall the exiting cap metal. 

The work will be completed in phases, the first phase we would come in and tear off all the asphalt shingles and install 

the ice and water shield over the entire wood deck and dispose of the tear off debris. The second phase we would have 

all the shingles and accessories stocked on the roof, as well as all the materials for the flat valleys. The third phase would 

be to come in and re-roof the (2) valleys with the EPDM rubber, install the flat metal to abort the EPDM rubber 

membrane form the asphalt shingles where they meet at the bottom of the valleys. The last phase would be to install 

the asphalt shingles and clean up any remaining debris. This will help protect the new flat roof from getting damaged 

during the reroof project. 
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The cost are as follows: 

ASPHALT SHINGLES  

Base Bid $26,942.00   

If you wish to upgrade to the “CertainTeed” Class 4 hail rated shingles and ridge add $1,700.00 to the base bid. 

 

FLAT VALLEYS $25,818.00 

Base Bid 

If you wish to have all new prefinished parapet cap metal installed on the east and west parapet walls of the (2) flat 

valleys add $3,900.00 

The old metal is not in good condition and removing the old cap and trying to reuse it may be impossible to do correctly, 

due to the condition it is in. 

I Have a cost from Rocky Mountain Structures to stock this roof, we figured from portal to portal, the time stocking the 

roof would be around an 8-hour day or $1,600.00 to be added onto the roofing cost. 

 

If you have any further questions or concerns, please contact me at our office. 

 

Thanks 

 

Mike 
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August 27, 2024 

ATT: Ken Hartsfield  

REF: Re Roof Cripple Creek City Building 337 East Bennet Ave,  

The scope of this proposal is as follows: 

1. Remove the existing modified bitumen membrane roof and insulation to the substrate and dispose of the debris. 

2. Remove the existing parapet cap metal and dispose of the debris. 

3. Inspect wood decking and replace bad decking as needed.  

4. Over the wood substrate furnish and install 2 layers of 2.6’’ (R-30) polyisocyanurate roof insulation. 

5. Over the polyisocyanurate roof insulation mechanically attach ½’’ class A fire rated dens deck cover board 

utilizing proper insulation plates and fasteners. 

6. Over the dens deck furnish and install a .060 mill (MULE HIDE) Epdm rubber roof system per the manufactures 

specification. 

7. Flash the parapet walls with the epdm rubber up the walls and onto the top of the parapet cap. 

8. Flash all pipe penetrations, and roof curbs per the manufacture’s specification. 

9. Furnish and install (1) large through wall scupper on west side of the building to drain roof into the existing 

downspout. 

10. Furnish and install all new prefinished parapet cap metal on the east, west and north side of the roof. On the 

south side of the building, we will run the membrane up 3’ onto the wall and install proper termination bar. 

Note will need to add wood blocking on top of parapet walls as to add the parapet cap metal 

Base Bid Roofing $66,369.00  

Wood Blocking and Prefinished Cap Metal for the parapet walls $9,959.00 

Add 100.00 to base bid for each 4’x8’ sheet of OSB we install if we find bad decking. 

Crane Fees For Flat Roof$1,600.00 This is based on portal to portal and time stocking roof. 

BELL TOWER ROOF 

1. Remove the existing wood shakes and dispose of the debris. 

2. Install new modified bitumen roof system on the flat portions on the Bell Tower. 

3. Install Ice and water on the decking of the bell tower. 

4. Furnish and install new wood Shake.  

Base Bid Roofing $8,313.00       

Boom Lift Rental 2 Day for The Bell Tower $2,920.00 Cost includes delivery, pick up, rental fees and taxes. 

The bids include all labor, roofing materials, sheet metal flashings, dump fees delivery fees and permit fees. 
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The Bid excludes cost of install (2) new skylights, a skylight company will need to do this work due to the type of old 

fashion skylights that are on the roof now. 

If you have any further questions or concerns, please contact me at our office. 

Thanks 

Mike 
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August 27, 2024 

ATT: Ken Hartsfield  

REF: Re-Roof Jail Museum Roof / Cripple Creek, Colorado 

The scope of this proposal to include re-roofing the jail section of the roof, the north part of the roof is in good 

condition. 

The scope of work to include as follows: 

1. Remove the old rolled roofing that was coated with a white roof coating as well as the ¾’’ roof insulation down 

to the original metal roof system and dispose of all the debris. 

2. Between the ribs of the metal roof panels furnish and install 17’’ wide and ¾’’ thick precut expanded polystyrene 

flute filler insulation board. 

3. Over the flute filler insulation mechanically attach ½’’ class A fire rated dens deck cover board, utilizing proper 

insulation plates and fasteners. 

4. Over the dens deck cover board install a fully adhered .o6o mill white (MULE HIDE) TPO roof system, per the 

manufacturers specification. 

5. Furnish and install 94’ of new prefinished drip edge metal on the east and west edges at the gutters. 

6. The south wall, flash the wall up the wall and onto the top of the parapet wall with the TPO membrane, and 

furnish and install a new 14’’ wide prefinished parapet cap metal flashing. 

7. Make proper watertight tie in at the north end of the roof that ties into the roof that will not be reroofed. 

BASE BID $26,469.00  Bid includes all labor cost, roofing materials, sheet metal flashings, dump fees, hauling fees, 

stocking fees, crane fees and permit fee. 

 

ADD $1,200.00 to base bid if you wish to have new prefinished gutters instead of reusing the old gutters. 

 

HAIL DAMAGED PIPE  

1. On the section of roof that is in good condition, there is one vent pipe boot that has a large hole in it due to the 

recent hailstorm. 

The cost to fix the boot will be $200.00. 

If you have any further questions or concerns, please contact me at our office. 

Sincerely Yours 

 

Mike Reid 
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August 27, 2024 

ATT: Ken Hartsfiled 

REF: Re-Roof Cripple Creek Police Building 101 Benette Ave. 

The scope of the proposal to include as follows: 

FLAT ROOF 

1. Remove the existing rubber membrane roof, and ½’’ wood fiber cover board, and parapet cap metal and dispose 

of the debris. 

2. Inspect the wood deck and replace any bad decking if any is found. 

3. Over the wood deck mechanically attach ½’’ class A fire rated dens deck utilizing proper insulation plates and 

fasteners. 

4. Over the dens deck install a new .060 mill (Mule Hide) fully adhered Epdm rubber roof system per the 

manufacture’s specification. 

5. Flash the 3’ tall parapet walls with the Epdm rubber up the walls and onto the top of the parapet walls. 

6. On the North end furnish and install a new 6’’ wide 6’’ deep galvanized box gutter made from 24-gauge sheet 

metal, and (1) new open downspout. 

7. Flash all pipe penetrations and roof curbs per the manufacture’s specification.  

8. Furnish and install new galvanized parapet cap metal. 

Base Bid Roofing & Sheet Metal   $31,811.00  

 Add $100.00 for labor and material, to replace a 4’x8’ sheet of bad decking if any is found during the removal of the 

roof. 

Crane Fees $1,200.00 The cost is portal to portal plus time stocking the roof. 

Bids Includes all labor, roofing, materials, sheet metal flashings, dump fees, stocking fees and a permit fee. 

 

NOTE: On the north section of roof the last 25’ of the roof there are radio towers that will need to be moved for the roof 

to be re-roofed. We could do all the re-roofing up to the radio towers. The towers could then be moved on to the new 

roof and we could finish re-roofing the last 25’ of the building. The goal is to not disrupt the service of the towers.  

 

If you have any questions or concerns, please contact me at our office. 

Thanks  

Mike 
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August 27, 2024 

ATT: Ken Hartsfield  

REF: Re-Roof / The Star Building / Cripple Creek. CO 

The scope of this proposal to include as follows: 

1. Remove all the existing 515 lineal feet of modified bitumen base flashing from all walls, roof curbs and pipe 

penetration, and dispose of the debris. 

2. Remove the existing parapet cap metal and save. 

3. Furnish and install ½’’ per foot expanded polystyrene cricket along the wall of the upper penthouse roof, as not 

to pond water in front of the wall. See Attached Roof Drawing. 

4. Over the existing modified bitumen roof mechanically attach ½’’ class A fire rated dens deck cover board, 

utilizing proper insulation plates and fasteners. 

5. Over the dens deck install a .060 mill black (MULE HIDE) fully adhered EPDM rubber roof system per the 

manufactures specification. 

6. On the west wall of the lower roof, and the wall of the upper penthouse run the epdm roof membrane up the 

brick walls 12’’-16’’and utilize a proper termination bar for the watertight wall detail required by the 

manufacture. Note The epdm membrane will be glued to the walls. 

7.  On the remaining lower roof parapet walls and the upper penthouse parapet walls, run the epdm membrane up 

the walls and onto the top of the parapet walls. Note the epdm to be glued to the parapet walls. We will then 

reinstall the existing 230 lineal feet of parapet cap metal. 

8.  Furnish and install new drip edge metal on the north edge where water drains to an existing gutter. 

9. Flash all roof curbs, and pipe penetration per the manufacture’s specification. 

Base Bid $66,886.00  Add $950.00 for the manufacture’s 15 year labor and materials warranty. 

The bid includes all labor, roofing materials, sheet metal flashings, dump fees, stocking fees and delivery fees. 

If you wish to have new prefinished parapet cap metal instead of reusing the old parapet cap metal Add $1,050.00 to the 

base bid. The additional cost is for purchasing the prefinished metal and the cost to fabricate the new parapet cap 

metal. The labor cost to install the new metal is in the base bid, because remove and reset the existing cap metal costs 

were figured into base bid above. We don’t need to charge you twice for installation. 

Add $1,200.00 for a crane fee to stock the materials to the roof, the crane company will be charging me from portal to 

portal. The $1,200.00 is for an 8-hour day. If the crane fee is less than $1,200.00, we will only bill you for the actual cost. 

 The permit fee will be supplemented to the Insurance company.  

If you have any further questions or concerns, please contact me at our office. 

Sincerely Yours 

Mike Reid 

khartsfield
Text Box
$281,206.00 total +/-
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QUOTE 
 

     

 

 

             
 

Q-16210 

8/29/24 
 

      

          

                

      

To: City of Cripple Creek     
 
 

From: Ted Wyatt 
Dalyte 
TWyatt@DalyteUSA.com 

 

   

                

   

Project: Cripple Creek City Hall 

Description: We propose to furnish, demo and install the following DĀLYTE glass materials and aluminum framing, per 
plans and DĀLYTE specifications, using our standard glazing systems. 

 

  

                

  

Quantity Item Unit Type 
1 Gabled Ridge Skylight 

5’-3” wide x 11’-3” long 
2 bays wide x 5 bays long 
12/12 pitch 
Glass: Clear SolarBan 70 Low-E Temp/Lami 
Dark Bronze Anodized Aluminum Frame 

Gabled Ridge Skylight 

1 Gabled Ridge Skylight 1 
5’-6” wide x 9’-9” long 
2 bays wide x 4 bays long 
12/12 pitch 
Glass: Clear SolarBan 70 Low-E Temp/Lami 
Dark Bronze Anodized Aluminum Frame 

Gabled Ridge Skylight 

 

  

                

     

Project Includes: 
-  Shop Drawings 
-  Quantities and Materials listed above 
-  Demo and Installation 
-  Standard DALYTE Insurances            

 

 

                

     

Design Loads: 
-  Snow load:  60 psf 
-  Dead load:  3 psf  
-  Wind load:  120 mph 

 

 

                

    

Standard Qualifications: 
-  Our proposal is based on standard DĀLYTE profiles, details and performance criteria. 
-  Adjacent and support construction must support forces imposed by our systems. 

 

 

                

    

Standard Exclusions: 
-  Skylight curb and curb flashing 
-  Skylight rough opening 
-  Tax 
-  Gable end vent stacks   
-  Wood blocking, structural, steel/misc.  
-  Permits and Licenses. 
-  Structural, stamped or certified calculations  
-  Final cleaning 
-  Prevailing Wages 
-  Asbestos remediation 
-  Repair of hidden damage 
-  Repair to skylight structural curbs and curb flashing 
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Pedestrian protection 
-  NOTE: Anything not specifically listed as included is excluded 

 

                

    

Standard Service Schedule: 
- Shop drawings submitted approx. 1 – 2 weeks from receipt of order and/or contract documents 
- Shipment of materials will be approximately 6 – 8 weeks from receipt of approved shop drawings with guaranteed 
dimensions or field measurements by others pending raw material availability 

 

 

                

    

Standard Terms and Conditions: 
 
QUOTE VALID:  This Quote is only valid for a period of Thirty (30) calendar from the date on this Quote unless Dalyte revokes this Quote prior to such date. 
 
This Quote is based on current costs of raw material from our suppliers and existing labor market conditions.  Prior to our acceptance of an order, this Quote will be 
subject to price escalations if increases in our raw material cost so dictate.  Issuance of an order in response to this Quote acknowledges the Customer’s understanding 
that upon submission of final approved drawings, any addition to or deletion of the material specifications, material quantities, and/or material sizes on which the 
quote is based, may necessitate an adjustment to project price to reflect the new requirements. 
  
In addition, in the event DALYTE’s costs for raw materials used in the manufacture of the products under this Quote increase by more than ten percent (10%), 
DALYTE, at its sole discretion, may pass 50% of the increase in costs for raw materials used in the manufacture of the products produced pursuant to this Quote onto 
Customer and Customer shall pay such amount to DALYTE in accordance with the payment terms of this Quote 
 
ORDERING:  DALYTE accepts only signed and dated Quotes and/or contracts.  Acceptance of this Quote by appropriate signatures below will constitute a contract 
acceptable to DALYTE.  Orders for material and/or installation under $10,000 will require a simple purchase order.  AIA or AGC contracts are acceptable, with 
modifications pre-approved by DALYTE, on orders of material and installation over $10,000.  Other Customer contracts are subject to review and negotiation prior to 
order acceptance. 
 
Jobs not released into production for more than one hundred twenty (120) days from receipt of an order will be subject to price escalations up to 4% per quarter (or as 
determined by changes in raw materials from our suppliers). 
 
DRAWING REVISIONS: Project pricing is based on one (1) set of submittal shop drawings and one (1) revision package of the same.  Additional R&R done at the 
customers request due to design changes, material specification changes, material quantity changes, and/or material size changes will incur a change order for time 
and materials to complete. 
 
FIELD MEASURE: Field Measures (FM) or Field Verify (FV) services are not included in this quote.  If a FM or FV is needed to confirm the project into 
production, the General Contractor or Owner will provide the dimensions to DALYTE and certify the accuracy.  If a product is built using General Contractor or 
Owner provided dimensions and the dimensions are incorrect, the General Contractor and/or Owner except financial responsibility and are responsible for full 
payment of the product.  
 
If DALYTE is engaged to complete the FM or FV, a change order will be submitted for time and materials, including travel, labor, and any necessary equipment 
required for DALYTE to complete the FM or FV. 
 
MOBILIZATION:  Project pricing is based on one (1) mobilization.  If the project site is not ready for installation or there are issues with General Contractor and/or 
Owner provided structures and DALYTE must mobilize again, a change order will be issued for time and materials required to remobilize, including travel costs, 
equipment rental costs, and labor costs. 
 
CRANE ACCESS: Project pricing includes that, if needed, DALYTE can reasonably access the site with a crane or lift.  If the situation arises that a larger crane is 
needed due to not being able to setup on the property or because it is required to setup farther away than agreed up in this quote, a change order will be issued to 
cover the increase in cost of the larger crane. 
 
RIGHT OF WAY PERMITS: Project pricing is based on General Contract and/or Owner providing any required ROW permits including traffic flaggers, signage, 
etc. 
 
PAYMENT TERMS:  DALYTE may collect a deposit to begin mobilization of the project management team as well as to initiate CAD design on the project.  Once 
the project has been released to production there will be percent complete billings submitted to customer and payment is due in 30 (Thirty) days. 
 
STORAGE CHARGES:  In the event Customer does not, or will not, accept delivery of the products in accordance with the schedule provided with this Quote, the 
Customer will be subject to a storage fee.  The fee is equal to $0.10 per square foot of the packaged product, assessed per day for every day between the original 
delivery date set forth in this Quote and the date the Customer accepts delivery of the products.  Customer shall immediately pay those amounts upon receipt of an 
invoice from DALYTE 

 

 

                

    

 

DᾹLYTE       Quote Total:  $28,810.00 
 

       

                

  

_______________________________ 
Signature                           

 

_________________________________ 
Title 

 

 

___________________ 
Date 
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